
Up

Down

Scale

Date Drawing No

As Indicated

07.11.2013

2012-011/01

REV. DATE

REVISIONS :

:

:

Design Drawings

CLIENT :

DRAWING :

Logie Coldstone Hall
Logie Coldstone
Aboyne

info@AKArchitect.co.uk

013398 85363

07730602920

e

t
m

ENGINEER

ADDITIONAL DETAIL:  NONE (ALL INFORMATION ON THIS DRAWING)  

CONTACT : STANLEY MAIR 01224 590009

ENGINEER :   RUBISLAW ENGINEERING   

Main Hall

Kitchen

Furniture Store Side Hall

Foyer

Dis WC

Female

Male

First Floor Meeting Room

Up 315

Ramp

WC

Ground Floor Plan
Scale 1 : 50

South Elevation
Scale 1 : 50

B

B

B

B

2 No new 1 Hr FR doors with vision
panels and self closing devices

Door position altered to allow
steps as per kitchen door

WC position altered to allow for
new external wall lining depth

Portion of floor at first floor to be
removed and cut back to be in line
with existing ground floor partition.

Existing partition and portion of floor to be removed
to be replaced over existing ground floor partition.
15mm fireline board on new 140 x 50 timber
studwork filled with 140mm mineral wool and
finished on first floor room side with 15mm fireline
board, all taped and filled.

Existing stage removed and floor made good
(Future demountable staging to be
implemented)

Existing linings and any framework removed. 25mm
battens fixed to wall and wrapped in dpc to
provide 25mm air-gap. Fit 100 x 50 treated
studwork at 600ccs and fit 90mm Celotex GA4000
between studs and finish with oak veneered
panelling up to 1200AFL with oak dedo, coverstrips
and skirkings, Above dedo to be finished with
12.5mm duplex impact resistant duplex
plasterboard, taped and filled up to ceiling

Existing linings and any framework removed.
25mm battens fixed to wall and wrapped in dpc to
provide 25mm air-gap. Fit 100 x treated studwork
at 600ccs and fit 90mm Celotex GA4000 between
studs and finish with Duplex plasterboard, Taped
and filled.

All existing WC partitions and sanitary
ware to be removed, floor made good
and walls lined as for new spec.

Obsolete svp to be removed and
capped at ground level

Existing linings and any framework removed. Fit
25mm battens fixed to wall and wrapped in dpc to
provide 25mm air-gap. Fit 100 x 50 treated
studwork at 600ccs and fit 90mm Celotex GA4000
between studs and finish with Duplex plasterboard,
Taped and filled.

Provide permanent ladder to loft access over hall

Existing water tank and housing to be
removed for works to floor and walls
and repositioned to suit.
Allow for extract from Ground floor WC

New worktop fitted

Door opening to be reconfigured to
provide single door  with min 850
clear opening. 1 HR FR Door with
vision panel and self closer

Cladding to partition to be replaced with
oak veneered paneling/plasterboard to
match other walls in Hall

Replace ceilings in 12.5mm
plasterboard

Meters and CU bove cupboard door to be upgraded to
provide RCD's Provide cabinet to conceal board

New Air Source heating Unit
(High level - Blown Air)

HWC and cupboard removed

Existing linings and framework removed. 25mm
battens fixed to wall and wrapped in dpc to
provide 25mm air-gap. Fit 100 x 50 treated
studwork at 600ccs and fit 90mm Celotex GA4000
between studs and finish with 12.5mm impact
resistant plasterboard to full gable wall, taped and
filled

EXTERNAL TIMBER WORK
All external timber to be repainted generally.
Bargeboards on main hall building to be replaced with plain section treated
timbers, prepared and painted. Strip and check sarking approx 1m into roof while
replacing bargeboards and check and replace sprockets as required.PV PV

PV PVPV PV

PV PV

PV

Overhead Electrical connection point
Consult Electric company for procedure
for replacing adjacent windows and
Health and Safety issues

Existing rooflight removed, roof made
good and slated over to match existing

Existing rooflight removed, roof made
good and slated over to match existing

Replacement window
and mid facings

Replacement window
and mid facings

Replacement window
and mid facings

Replacement window
and mid facings

LIGHT SWITCH

PENDANT/WALL LIGHT

RECESSED DOWNLIGHTER

SOCKET
13AMP SWITCHED DOUBLE 

COOKER CONTROL UNIT

SPUR

HIGH LEVEL SWITCH
LOW LEVEL SOCKET WITH

ELECTRICAL

ELECTRICAL LEGEND

EXTRACT FAN

SMOKE ALARMS TO BE ON PROTECTED CIRCUIT AND INTERCONNECTED
WITH TRICKLE CHARGE BATTERY BACK-UP. MIN 300MM FROM LIGHTS OR WALLS

PIR LIGHT SWITCH FOR WC'S WITH OVER-RIDE

All electrical installations to be designed, constructed, installed and tested in
accordance with BS 7671:2008
Ensure a minimum of 75% of light fittings are fitted with low energy lamps
All electrical fixtures to be min 350mm from internal corners. light switches to be
900-1100mm afl, all other fixtures to be min 400mm afl, or 150mm above worktops.

MAINTAINED EMERGENCY LIGHT FITTING

Existing light bulkhead over to be
converted to Emergency light
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Provide barrier at 800mm AFL

Provide barrier at 800mm AFL

Floor to be protected over
duration of works, then sanded
and resealed (Allow for
placement of Badminton Court
lines)

Provide 2 No  extract fans in ceiling
to travel to new extract terminals in
roof

Provide new Emergency light

WINDOWS AND DOORS
All windows to be replaced with double glazed, stepped sash and case, timber
framed windows to match existing. Bottom sashes to be side hung, Top to be fixed.
U-Values to achieve 1.2 W/m²K or better.
Front door to be replaced with new external grade timber fully glazed doors with side
screen and top light. Side screen and top-light glazing to achieve 1.2 W/m²K.
All glazing below 800mm afl, within 300mm from door and within a door to be
designed to be in accordance with BS 6262 part 4: 2005.

EXTERNAL GRANITE WORK
Front elevation stonework pointing to be raked out and replaced in lime based
mortar, All remaining external granite walls to be inspected, repaired and
re-pointed as required.
ROOF
Slate roof to be checked over and broken or missing slates to be replaced.
Inspect all flashings and ridges and repair replace as required
6 No dormered roof vents to be checked over and triangular facing to be
replaced with ss perforated sheet with insect mesh behind.

RAINWATER GOODS
Inspect and repair/replace all rainwater goods in cast Iron to match existing.
Ensure all gutters and dp's flow sufficiently and surface water drainage system is
rodded and free-flowing.

New 1 Hr FR doors with vision panel
and self closing device

Provide new Emergency light

Provide hearing loop to main hall.
Provide required cabling to enable future provision of electronic entry system to main
and side hall doors
Provide adequate control switching and pwer supply for main hall heating.
Switching to be within office

Site Plan
Scale 1 : 250

Ramp to be replaced with concrete slab

Provide new steps and platform level with
floor level Slab top finish with granite walls to
match existing
Max rise 170, min going 250, max pitch 34°
with handrail between 840mm and 1m
above pitch line
1200 x 1200 clear top landing
No gaps greater than 99mm in balustrading

Doors to be replaced with fully
glazed door and side screen
Min clear opening of 850mm

Hall

Side Hall and Store

Logie Coldstone TrustHWC and cupboard removed

838

New Bench with re-used sinks

Replace door (reuse one ladies
WC doors)

New 916 door with vision panel and
self-closing device

External  door to remain. Replace
ironmongery with pashpad with
locking latch
(Exg door 1100 Wide)
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High level cut back to provide
enclosed play area Provide granite
chip finish

New timber with gate

New timber fence with gate

External Stairs and Balustrades

Stairs to be designed and certified by manufacturer or

detailed drawings by others approved by engineer at

construction stage.

- Imposed loading - 1.5kN/m²

Minimum horizontal imposed loads for parapets, barriers and

balustrades, etc

- Horizontal uniformly distributed line load 0.74kN/m

- A uniformly distributed load applied to the infill 1.0 kN/m²

- A point load applied to part of the infill 0.5kN

Minimum vertical imposed loads for parapets, barriers and

balustrades, etc

- A uniformly distributed vertical line load load 0.6 kN/m

- A vertical concentrated load 1.0kN

Existing LB Partition

If any  timber lintols require to be replaced,
use Robeslee R.C. Lintols
See Specification.

Provide new Emergency light

New Vinyl floor

New cleaners store formed
Provide 300mm kitchen unit with worktop,
Belfast sink plumbed into existing (hot feed to
be added)
Shelf under sink and above benchtop

self closer

Emergency call point
Emergency indicator

Partition, boxing and handrais to be
removed.
Fit new low profile handrail to staircase

E
Fire call point

E

Spot

Spot

Ensure all sanitory work complies with BS EN 12056-2:2000
Check, repair or replace defective rainwater goods in cast Iron.
All fittings laid and jointed as per manufacturers details.
Ensure all pipework is insulated in accordance with BS 5422: 2009 Any existing pipework
which becomes accessible during downtakings to be insulated accordingly.

PLUMBING AND DRAINAGE

Rear wall of stage to be re-lined and insulated. Stage to be removed and remaining
floor insulated and matching beech flooring laid.
Future staging will be provided via demountable staging system

STAGE

On removal of any remaining insulation to main roof structure, ensure electrics, water
tanks are protected adequately and apply insecticidal fluid for the treatment of
woodworm to all timbers.

WOODWORM TREATMENT

Elec oven/hob

Existing Kitchen units to be removed for later re-use with new worktops throughout.
Provide Double sink, dishwasher space

KITCHEN

A
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Extract duct to be
extended/replaced to suit

Mini-HW cylinder (such as
Heatraesadia Multipoint 15)
under bench to serve WC and
Kitchen

New Mini-HW cylinder (such as
Heatraesadia Multipoint 15)
under bench to serve male,
female and disabled basins
(removable front panel)

New double sink installed and
plumbed into existing waste

Dishwasher space
(cold feed only)

Exg Hob/Oven re-used

E

Elec Rad
iator

Elec Rad

New Vinyl floor to be applied to Kitchen, Female and Disabled WC's, Foyer, office and
First floor meeting room
Main hall floor to be protected and then sanded and sealed with badminton court lines
provided.

FLOOR FINISHES

Elec Rad
iator

allow for 3 rows of tiling (450mm total)behind kitchen units only
WALL TILING
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Door and partition removed
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PIR

PIR

PIR

(LOW ENERGY)

(LOW ENERGY)

Provide cable to accept future
electronic entry system

Provide cabling to accept future
electronic entry systemReplace door

Requires emergency pushpad
release and vision panel
(Exg 1m door size)

Allow for complete paint internally and externally.
Veneer dedo paneling and all oak finishes in Main hall to receive clear satin varnish
Oak skirtings and architraves to be varnished

PAINTERWORK

T & G linings to be replaced with 15mm
fireline plasterboard, taped and filled.
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HEATING
Space heating for main hall via new air to air heat pump units situated  externally and
to be piped to warm air outlet panels in ceiling.  To have on/off control along
withcontrol of room air temperature, Control of outdoor fan operation, Defrost control
of external airside heat exchanger. All to be designed and fitted by specialist.
All other areas to have electric radiators with zone control, programmable with time
clock and have thermostat with frost stats
Water heating provided via local Heatrae Sadia type storage situated within basin
bench or kitchen cabinet.

Replace door
Requires emergency pushpad
release and vision panel

Bargeboards replaced

T & G linings to be replaced with 15mm
fireline plasterboard, taped and filled.

Stage curtain and all window curtains to be removed by contractor and reinstated on
completion

CURTAINS

New internal doors to be oak veneered with vision panels and fire resistance as noted.
Skirtings in Foyer and Main Hall to be Oak 125mm high.
Skirtings in Kitchen, WC's and Office to be 100mm MDF for paint finish.

INTERNAL JOINERY

Existing Recycling area
to be maintained

New Entry steps and platt

New ramp

Existing linings and any framework removed. 25mm battens fixed to wall and wrapped
in dpc to provide 25mm air-gap. Fit 100 x 50 treated studwork at 600ccs and fit 90mm
Celotex GA4000 between studs and finish with oak veneered panelling up to 1200AFL
with oak dedo, coverstrips and skirkings, Above dedo to be finished with 12.5mm
duplex impact resistant duplex plasterboard, taped and filled up to ceiling

EXISTING GRANITE WALL LINING REPLACEMENT (WITH INSULATION)

ALL CEILINGS (EXCEPT SIDE HALL)
Existing plaster and lath removed and replaced with 12.5mm standard dense
plasterboard, taped and filled. Provide 150mm mineral wool between ceiling joists and
200mm in opposite direction to flat ceiling and allow for 100mm celotex insulation to
raked ceilings to allow 50mm airgap between sarking and insulation.

Replace ceiling with 12.5 plasterboard,
taped and filled

Remove and rebuild partitions between WCs
to allow for new linings to external walls.
Provide new oak veneer doors to WCs.

Maintain framework behind urinals and fit
celotex insulation to suit. Cut existing
plasterboard above exg tile skirting and
replace wall finish with Aqua panel with
600mm returns.

Replace with New Oak veneer door
with self closer

New 838 Oak veneer
door with deadlock

New Vinyl flooring

New Vinyl flooring

New Vinyl flooring

New Vinyl flooring

New Vinyl flooring

New Vinyl flooring

Exg drainage

Ø100
Ø100

Ø100

Ø100

Ø32

Ø32

Ø40Ø40Ø40
Ø40

Exg basins

Handrail 900 high

1200

55
0

All new lighting to achieve average Initial Efficacy of not less than 55 lamp lumens per
circuit-watt.
Lighting design to be completed in accordance with the guidance given in the
Society of light and Lighting (CIBSE) Code of Lighting 2009 and the BRE Non-Domestic
Lighting GBG 61 Part 3.

LIGHTING

All new stairs to have min going 250, max rise 170 and max pitch 34°
All stairs with floor to floor height greater than 600mm to have suitable barrier fitted of
min height 900mm

STAIRS AND BARRIERS

Mechanical ventilation should be provided in accordance with BS 5720: 1979 or CIBSE
Guide B: 2001, Installation and equipment data, Section 2, Ventilation and
air-conditioning (requirements)
Provide Trickle ventilation via Ø50mm pipe taken from outside air.
Both terminals placed on western gable

DISABLED WC VENTILATION

Full Height Partition

Ø32

Ø32

Ø100

Existing LB Partition
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Ø100

Exg Drainage

Drop down
Baby changer

Exg SVPExg SVP Extract

Extract fan to achieve 15 lit/sec

Min 850 clear
opening

As there are 4 ladies WC's + one disabled WC adjacent. Maximum ladies occupancy
for the building should be restricted to 100 people.

LADIES WC'S/OCCUPANCY

Min 800mm clear
opening to sliding door

PV

PV

PV

1.5 x 1.5 activity space

Exg Spot

Alarm panel relocated

Extract

12
00

Provide new steps and platform level with
floor level Slab top finish with granite walls to
match existing
Max rise 170, min going 250, max pitch 34°
with handrail between 840mm and 1m
above pitch line
1200 x 1200 clear top landing
No gaps greater than 99mm in balustrading

A 15.03.13 PP's added in first floor meeting room

D

B 04.04.13 Single ASHP

Position of Telegraph pole

Existing overhead cable to
South gable

Proposed underground
cable

To existing distribution board

C 29.04.13 Lighting altered

LOW ENERGY T5 FITTING

Up 315

Lighting control panel

Wall light
Wall lightWall light

Wall lightWall lightWall light

Stage curtain and tracking to be removed

D 05.11.13 Existing stage removed


